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RUBBER TRACKS OPERATING MANUAL  

 

 

 

1. The tension of the tracks must meet the requirements of the machine manufacturer. The 

tension of the tracks should be checked regularly - at least once a week or 50 m * h. 

Improper tension of the tracks greatly reduces the service life of the tracks. For exact 

information on the correct tension, please refer to the technical documentation of the 

manufacturer of your machine. 

2. Before installing a new track, make sure that the wear of the undercarriage parts (rollers, 

sprocket, idler, tensioner ass’y) is not out of the available limits. Worn undercarriage parts 

greatly shorten the life of the rubber tracks, and can also lead rubber track failure. 

3. Cuts, punctures and other similar damages to the rubber track can cause corrosion and 

tearing of the internal cord. Such damages can be a reason for the refuse of the warranty 

and can lead the track failure immediately. Therefore, when operating the machine, it is 

necessary to avoid running over any objects that can cause such damage, for example – 

concrete armature. 

4. The rubber tracks and the undercarriage parts must be kept clean. The soil particles cause 

an abrasive effect and accelerate the wear of the track and undercarriage. It is especially 

important not to let stones stuck between the track and the frame. Stones can damage the 

rubber layer and cause corrosion of the cord and rupture of the track. 

5. Immediately after installing the track, make sure that the drive pinion and the tracks are in 

the proper engagement. Sprocket should not "jump" over the links of the rubber tracks. 
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RUBBER TRACK WARRANTY CONDITIONS 

 

 

 

1. The guarantee is valid for 12 months from the date of issue of the invoice. 

2. To open a warranty complaint, you must have a purchase document, send photos of the 

general view of the track, a photo of the defect area, a photo of the serial number of the 

track. 

3. The warranty covers the factory defects, which makes use of the rubber track impossible. 

4. If rubber track was operated improperly (not according to operating manual) this can be a 

reason for warranty refuse. 

5. If necessary, transportation to the seller's warehouse is provided by the buyer. 

6. If the warranty is confirmed, the seller will replace the rubber track with a new one. 

 


